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PDMS to PIPENET Interface

The PDMS2PIPENET application interface allows the user to extract a network from a PDMS 3D Design model and prepare an output file suitable for input to the PIPENET Standard, Spray and Transient modules.  The network may be either pipework or HVAC ductwork.

PDMS2PIPENET allows the user to map PDMS catalogue information and individual working design practices into PIPENET components and fittings.  In addition, it overcomes the problem of different naming conventions in PDMS and PIPENET systems by using a conversion facility that produces the PIPENET results with the PDMS names.

* PIPENET is a product from Sunrise Systems Ltd which enables "the accurate simulation of the flow of fluid through a network of pipes and other components".

Data for Life and Integration with Other Systems

The PDMS2PIPENET interface to transfer PDMS network to PIPENET for the simulation of fluid flows is a component of Cadcentre's commitment to the "Data for Life" approach to managing information through the plant life-cycle and the commitment in enhancing the integration of PDMS with other Process Industry disciplines that are not handled directly in PDMS.

Time, Costs and Benefits

· Based on Cadcentre's world-leading Plant Design Management System, the PDMS2PIPENET interface offers users the ability to export PDMS PIPE or HVAC network information/models directly to PIPENET, with the elimination of manual input errors.

· The network supplied to PIPENET is identical to the model and data held in PDMS.

· Substantial cost saving in the reduction of manhours through building a network within the PDMS environment, with its standard engineering and clash checking capabilities, rather than duplication within the PIPENET environment.

· Allows existing PDMS users to produce simulation of flow of fluid with minimum additional work. 

The Interface Delivers

· Plant Design prepared using PDMS can be quickly and accurately transferred to PIPENET for simulation of flow of fluid.

· Whole or part PDMS plant models can be extracted from PDMS using an easy-to-use graphical interface.

· There is a flexible/configurable method to map PDMS Piping or HVAC plant model elements to PIPENET components, fittings and pipe type schedules.

· The PIPENET simulation results can be analysed with the PDMS names, through a conversion facility of mapping PIPENET names to PDMS names.

· Full Installation and User Guides are provided.

System Configuration

The PDMS2PIPENET interface runs under a UNIX operating system on a PDMS supported workstation. 

The PDMS2PIPENET uses PDMS 10.5 or compatible version.  It is compatible with PIPENET version 1.30.

The conversion facility to map PIPENET names to PDMS names is a stand-alone PC program.

Product Support 

A limited warranty applies.  Updated versions released by CADCENTRE will be made available from time to time.

Product licensing

The PDMS2PIPENET interface can be licensed to existing and new PDMS users.  A standard no-warranty licence will be required for this interface.

Integration Services

The PDMS2PIPENET interface is supported and serviced by Cadcentre's Integration Services group.  The Integration Services group uses Cadcentre software tools and products to provide specific solutions to customer needs.  It does this by providing assistance and advice in integrating and interfacing Cadcentre software with customers' other CAD/CAE engineering systems.

_1157372445.doc


�












